
Low Pressure gauge with chemical seals
Diaphragm type pressure gauge seires CDL
Silicon liquid filled

Model CDL
Element type Diaphragm without liquid filling
Accuracy Class 1.6% per EN 837-1
Wetted parts: Stainless steel 316 Ti
Application: Chemical and petrochemical industry and so on

Standard Price CDL

Additional Prices
5 : 100 mm
8 : 160 mm

Type of mounting 1 : Bottom connection

Liquid filling 0 : Dry
2 : Silicon (10CS)

Pressure connection G2 : G1/2"(PF1/2")
R2 : R1/2"(PT1/2")
B11 : 1" 150#
A31 : 25A 10K
A41 : 32A 10K
ZZ : Others

Unit of measurement B : mbar
K : kPa
P : psi
D : dual scale (kPa-inner & mbar-outer) 
X : others

Pressure Ranges / mbar R125 : 0…16

R126 : 0…25
R128 : 0…40
R130 : 0…60

R131 : 0…100
R133 : 0…160
R135 : 0…250
R137 : 0…400
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Specification Code Currency (원)

446,200                      

-                                  

-                                  

refer to flange table

-                                  
-                                  

-                                  
-                                  

on request
-                                  

no extra charges

20,600                        

-                                  
51,500                        

-                                  

121,500                      

on request

66,900                        



Flange table

Options
1. On dial face

OR : Other pressure range per pcs
ND : New dial face design
NF : New dial face printing cost per pcs
GM : Green marking per pcs
CD : New dial face design with company logo

2. Certificates
MC : Manufature standard calibration report
KC : KOLAS calibration certificate refer to KOLAS list price

14,300             
114,300           

4,300               
4,300               

72,000             

8,000                          

201,200                 300,200                 
121,500                 178,000                 

154,900                 
201,200                 
305,300                 
101,200                 
139,500                 

139,500                 

442,900                 
730,900                 

178,000                 261,600                 
194,800                 288,600                 

225,600                 333,600                 
269,300                 397,900                 

161,300                 
300# 3/4B
300# 1B
300# 1-1/4B

579,200                 

167,800                 
190,900                 
219,200                 
252,600                 

161,300                 
178,000                 
211,500                 
241,000                 
388,900                 

600# 1B
600# 1-1/4B
600# 1-1/2B

206,300                 
235,900                 
261,600                 
311,800                 
358,000                 

374,800                 

282,200                 
322,000                 

Flange rating
150# 1/2B
150# 3/4B
150# 1B
150# 1-1/4B
150# 1-1/2B
150# 2B
150# 3B
300# 1/2B

600# 2B
600# 3B

300# 1-1/2B
300# 2B
300# 3B
600# 1/2B
600# 3/4B

298,900                 
490,500                 

144,600                 

30K/40K 15A/20A

30K/40K 32A/40A

10K 25A/32A

30K/40K 50A

20K 50A

304SS
175,500                 
175,500                 
121,500                 

212,800                 
247,500                 

316SS
208,900                 
208,900                 
178,000                 
212,800                 
235,900                 
300,200                 
455,800                 
300,200                 

304SS 316SS
10K 15A 201,200                 300,200                 

262,900                 198,600                 
20K 25A 161,300                 235,900                 

157,500                 232,000                 
10K 50A 185,800                 274,500                 

Flange rating

10K 20A

10K 40A

20K 15A/20A

20K 32A/40A

JIS standard
Under flange additiona charge
ANSI standard

235,900                 
30K/40K 25A 178,000                 261,600                 


